OBTAIN CERTIFICATE NUMBER FOR AN AIR OPERATOR OR 

AIR AGENCIES

Order 8310.10 vol. 1, chapter 9 and 165

Certificate number

TYPE OF CERTIFICATE 

TYPE

FAR

ELEMENT
PART

Domestic Satellite Repair Station

D

145

Parachute Loft



P

149

Domestic Repair Station 


R

145

Pilot School 



S

141

Aviation Maintenance Tech School 
T

141

Provisional Pilot School 


V

141

Foreign Repair Station 


Y

145

Foreign Satellite Repair Station 

Z

145

Number:   RWI-L-001-A

            Elements: RWI - Rotorworks International

                        L - External-Load Operator

                      001 - First certificated external-load

                            operator

                        A - First group alphabetically

            Number:   RWI-R-003-A

            Elements: RWI - Rotorworks International

                        R - Repair Station

                      002 - Second certificated repair station

                        A - First group alphabetically

The letter "P" is used as the alpha suffix element for the temporary precertification number used for FAR Part 125 applicants. Upon successful completion of the certification process, the "P" is changed to the appropriate alpha suffix element (A through Z, excluding P).

The certificate holder must perform the work in the same manner as when performed at the parent facility, to include using:

•  All necessary personnel

•  All required technical data

•  All required materials

•  All required equipment

Letter of compliance

The letter of compliance will ensure that all applicable regulatory requirements are addressed during the certification process. This is done by listing each applicable FAR section, in numerical sequence. After each listed regulation, there must be a brief narrative or specific reference to a manual/document that describes how the applicant will comply with that regulation. The letter of compliance must be reviewed to ensure that the applicant has a clear understanding of the regulation and that the proposed method of compliance meets the intent of the regulation.

Discuss with the applicant the following subjects, to include:

(a)   The necessary technical expertise required by the applicant's proposed organization, to include the following:

•  Aviation-related experience

•  Proposed organizational structure

•  Knowledge of the specific maintenance functions to be performed

(b)   The rating required for the type of work to be accomplished.

(c)   The requirements for sufficient personnel to meet the demands of the proposed repair station.  This includes at least one certificated person with appropriate ratings that coincide with the ratings sought.

(d)   Facility requirements for the ratings sought, to include:

•  The need for climate-controlled conditions

•  The size of the facility

•  Appropriate test equipment

•  Special tools, etc.

(e)   The necessity of having current technical data available before certification.  Technical data will include the following:

•  14 CFR

•  Airworthiness Directives, (AD)

•  Type certificate data sheets (TCDS), if applicable

•  AC's, as required

•  Processes, e.g., maintenance processes

•  Manufacturer's service manuals, instructions, and service bulletins (SB).

NOTE

Appliance manufacturer's maintenance manuals or instructions, though not specifically approved by the FAA, are considered to be in compliance with §§43.7, 65.95,  121.379(b), 135.437(b), and 145.51.

DOCUMENT COMPLIANCE PHASE.

A. Review the Application Package.  Review the content of each submitted document for regulatory compliance.

The documents to be reviewed include:

•  A completed FAA Form 8310-3;

•  Inspection Procedures Manual (refer to vol. 2,  ch. 164, Evaluate FAR Part 145 Inspection Procedures Manual/Revision);

•  The letter of compliance;

•  Application for repairman certificate and letter of recommendation, if applicable;

•  The list of makes and models of the particular item(s) to be maintained and the nature of the work to be performed for any Limited Ratings;

•  The list by make of the propeller for a Class 2 Propeller Rating; and

•  A copy of the approved specification for the work to be performed for a Specialized Service Rating, when applicable.

B. Document any Deficiencies.  If deficiencies are found in any document, return it to the applicant with a letter outlining the deficient areas.  Inform the applicant that the certification process will not continue until all deficiencies are resolved.

Evaluate Maintenance Organization.  Ensure the following:

(1)   The number of personnel is sufficient to satisfy the volume and type of work to be performed, as required by § 145.39;

(2)   Individuals directly in charge of a maintenance functions are appropriately certificated;

(3)   A personnel roster is available and includes all supervisory and inspection personnel; and

(4)   Supervisory and inspection personnel employment summaries are available.

Technical documents to ensure that documents Ch. 165

Are in compliance with  FAR § 145.57

Are appropriate for the maintenance to be performed

Are current, accurate, and complete and in repair station's possession

Are easily accessible to personnel

Include a method to ensure that revisions are made

 (3) Equipment, tools, and test equipment, per rating sought, to ensure:

 (a) Required types and quantities are available and under the control of the repair station

 (b) All required items are serviceable and within calibration criteria, to include traceability to one of the following:

The National Institute of Standards and Technology

Standard established by the item's manufacturer

If foreign manufactured, the standards of the country where manufactured, if approved by the Administrator

A recordkeeping system of calibration results
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