SAMPLE

Letter of Compliance

_______________________________ shall comply with PART145 as follows while applying for and operating as a FAA Repair Station.

145.1   
It is the intention of _____________________________________.  To apply for  the certification per the guidelines of this paragraph.

142.2  _________________________ intends to perform maintenance, preventative maintenance, alterations, and inspections per this paragraph and by continuous airworthiness program within the guidelines of our Repair Station Inspection Procedure Manual, Section ____, page number ______.

145.3  _________________________ will not operate as a certified repair station until granted a certification per this paragraph or advertise as such prior to said certificate approval.

145.11  An application for repair station, FAA form 8310-3 along with the REPAIR STATION INSPECTION PROCEDURES MANUAL shall be submitted for examination and approval.

The following is a list of outside vender services which are required to alter or maintain the components for which this repair station is making application:

SAMPLE:  
Metal plating and anodizing.  

Complex machine operation involving the use of planers, shapers, milling machines, etc.

Hardness tests.

The following is a list of manufacturers and equipment on which __________________________ intends to perform maintenance:

SAMPLE:  
Bendix Wheel and Brake Accessories.



ABS Wheel and Brake Accessories.



B.F. Goodrich Wheel and Brake Accessories.



Dunlop Wheel and Brake Accessories.


Messsier-Bugatti Wheel and Brake Accessories.



Parker-Cleveland Wheel and Brake Accessories.

145.15  ________________________ shall apply for Change in Certificate in the event of change of location or facility, or revision or amendment to the Inspection Procedures Manual or Rating.  In the event this Repair Station is sold or transferred, ___________________ shall advise the new owner to apply for an amended certificate.

145.17  ________________________ is aware this certificate shall remain in effect until is surrendered, suspended, or revoked.

145.19  This certificate shall be displayed in such manner that it will be readily accessible to the public or the FAA.

145.21  ________________________ shall contact the FAA in the event of required changes of location or facility.

145.23  ________________________ shall make available all records and facilities requested by the FAA during the course of a Repair Station Inspection plus __________________ shall correct any discrepancies that were discovered during such an inspection.

145.25  ________________________ shall identify itself by the Repair Station number when indicating it is a Certified Repair Station in any advertising.

145.33  Application is being made for the following ratings:

SAMPLE:
Limited Airframe:  Landing Gear

Limited Specialized:  Dye Penetrant, Magnetic Particle and EDDY current Non-Destructive Inspection Methods.

145.35  ________________________shall maintain adequate space, lighting, ventilation, segregation and temperature consistent with the requirement of this paragraph uphold optimum conditions for employees to perform and maintain quality production through this Repair Station.

145.37  ________________________ has supplied the necessary containers required by subparagraph “C” of this paragraph.   SAMPLE ONLY
145.39  ________________________ will provide adequate personnel who can perform, supervise and inspect the work for which the Repair Station is to be rated.  Refer to the Inspection Procedures Manual (IPM) Section III, page ___ and Section IV.

145.41  ________________________ shall maintain at least one (1) certified person for this Repair Station per this paragraph.

145.43  ________________________ shall maintain a roster of personnel; supervisory and inspectors.  In addition, an employment summary of the persons listed in the roster shall be maintained.  Refer to the IPM Section III, Page ___, and Section II, Page ___.

145.45  ________________________ will incorporate an inspection system that will produce satisfactory quality control.  Our personnel will be thoroughly familiar with all inspection methods, techniques and equipment used in their specialty to determine the quality or altered.  Refer to IPM Section V.

145.49  ________________________has supplied adequate tooling and equipment to competently comply in the performance of all tasks applied for, under the rating in 145.33.  Refer to IPM Section IV, Page ___.

145.51  ________________________ will comply with privileges awarded under certification.  However, ________________________ will not (as a matter of company policy) until further notice, address the privileges under 145.51(d).  This privilege is not addressed in our manual.

145.53  ________________________ shall not maintain any accessory for which it is not rated.

145.55  ________________________shall maintain personnel, facilities equipment, and material to uphold or improve the quality standards of this station.

145.57  ________________________ shall perform its maintenance and alteration operations with the standards in Part 43 of this Chapter.  It shall maintain in current conditions, all manufacturer’s service manuals, instructions and service bulletins that relate to the articles that it maintains or alters.  Refer to IPM Section IV,  Page ___.

145.59  ________________________ shall before approving an article for return to service under the privileges awarded to it, have that article inspected by a qualified inspector.  Refer to IPM Section V, Page ____ and Section IV, Page ____.

145.61  ________________________ shall maintain records in accordance with this rule.  Refer to IPM Section V, Page ____ Titled:  Record of Work.

145.63 ________________________ shall report any defects or unairworthy conditions per the Inspection Procedures Manual instructions, Section V, Page ___ Titled:  Malfunction and Defect Report.
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